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Air Dusters/ Air Tool Supplies

Three types of bodies are available to meet the needs of a variety of uses.
The amalgamation of materials with ergonomic design has resulted in
easy-to-use products for all types of blowing and drying work.

Air Duster a-4.....

VESSEL's air dusters boast aluminum die-cast
bodies that are light and strong, a wide selection of
replaceable nozzles such as extra-long nozzles,

flexible nozzles, nozzles with flanges, and a protector to
prevent loosening of the handle lever.
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Air Dusters
No. AD-4 Air Duster

Patented

Eco-friendly

AD-4 B
AD-4 M
AD-4 N

Brushing Nozzle High Volume Nozzle
No. AD-4 B No. AD-4 M

Adjustment Nozzle
No. AD-4 J
No. AD-4 J-PB

No.AD-4 N
no. AD-4 N-PB

No. AD-4 N-PT No. AD-4 J-PT

Blister package

Nozzle Inner  Air Consumption  Overall Length Weight ,. . Card/ Box Size JAN code Outer
Model No. Nozzle Shape Dia. (mm) (!/ming) (mm) 9 (gg)’ Air Hose Connection (mm) (4907587)  Cin.
AD-4 N Standard Nozzle 2 180 125 245 Coupling in paper box 110X173 027078 20
AD-4 N-PB Standard Nozzle 2 180 125 245 Coupling 185X160 027085 10
AD-4 N-PT Standard Nozzle 2 180 125 245 1/4 Hose 185X160 027092 10
AD-4) Adjustment Nozzle 2 150 130 245 Coupling in paper box 110X173 027108 20
AD-4 J-PB Ad]usrment Nozzle 2 150 130 245 Coup|ing 185X160 027115 10
AD-4 J-PT Ad]ustmeni Nozzle 2 150 130 245 1/4 Hose 185X160 027122 10
AD-4 M High Volume Nozzle  2X1pc. 0.8X4pes. 240 125 228 Coupling in paper box 110X173 027313 20
AD-4B Brushing Nozzle 2 180 170 248 Coupling in paper box 115X220 027306 10
+Power source: compressed air *Working air pressure: 0.5 MPa +Max. working pressure: 0.7 MPa +Working temperature range: 0-60°C (32-140°F)
*Working air hose I.D. : more than ¢4 mm -Overall length / weight: Air coupler included.
Interchangeable Nozzle (for AD-4/ AD-4 B)
Inlet: G1/8
Ideal for narrow spaces
[ |
F ‘ Length gﬂ]ﬂm | Length }m | Length ﬂﬂ]ﬂ
- —dD ]
Bendable shaft | Length ? Safe and dent-free .} —— brush
. Length —Brush Length —1
Long Nozzle Flexible Nozzle Shaft
Innner Dia. Outer Dia. Length JAN code Inner Inner Dia. Outer Dia. Length JAN code  Inner
Model No. (mm) (mm) ) (4907587)  Ctn. Model No. (mm) (mm) ) (4907587)  Ctn.
LN-150 2.5 ) 150 027160 10 LF-150 2.3 7 150 027269 10
LN-200 2.5 5 200 027177 10 LF-200 2.3 7 200 027276 10
LN-300 2.5 5 300 027184 10 LF-300 2.3 7 300 027283 10
LN-500 2.5 5 500 027191 10 LF-700 2.3 7 700 027290 10
Air Flow Volume Adjustment Long Nozzle Plastic Nozzle
LJ-150 2.5 5 150 027207 10 SP-0 [ 2.0 7.5 21 027153 10
LJ-200 2.5 5 200 027214 10 Interchangeable Brush (for AD-4B)
LJ-300 2.5 5 300 027221 10 Model No Length Outer Length JAN code  Inner
LJ-500 2.5 5 500 027238 10 ’ (mm) Dia. (mm) (mm) (4907587)  Ctn.
Slender Nozzle SB-50 60 35 68 027320 5
LS-2-100 0.9 2 100 027245 10
LS-3-100 1.6 3 100 027252 10
No. AD-3 Ergo Handle Air Blow Gun Patented

*¢Nozzle cannot be replaced.

! I No. AD-3 S-PT

No. AD-3 S-PB
S —
No. AD-3 100A-PB No. AD-3 100A-PT Bister package
Inner Ctn.: 10

Nozzle Length  Nozzle Inner  Air Consumption  Overall Length Weight ] . Card Size JAN code
Model No. Nozzle Shape (mm) Dia. (mm) (Z/min) (mm) (@ Air Hose Connection (mm) (4907587)
AD-3 S-PB Safety Nozzle — 3 230 174 96 Coupling 195X100 027016
AD-3 S-PT Safety Nozzle — 3 230 177 90 1/4 Hose 195X100 027023
AD-3 100A-PB Long Nozzle 100 2 190 242 108 Coupling 235X100 027030
AD-3 100A-PT Long Nozzle 100 2 190 245 102 1/4 Hose 235X100 027047

-Power source: compressed air -Working air pressure: 0.6MPa -Max. working pressure: 0.97 MPa -Working temperature range: 0-60°C (32-140°F)
*Working air hose I.D. : more than ¢4 mm -Overall length / weight: Air coupler included.



Air Dusters

No. AD-2 Air Blow Gun

For Dusting and Drying Wet Paint

Soft Rubber Adapter

No. AD-2 ON No. AD-2 100N

)

no. AD-2 ON-PB No. AD-2 100N-PB

200/300

No. AD-2 200N
No. AD-2 300N

25° bent tip to improve workability.

Used to blow dust and dirt from fragile molds,
coated surfaces, inside pipes, etc.

No. AD-2 T00R
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Nozzle with soft rubber tip ; :E
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Safe & Soft Blowing Blister package

Widely spreads air safe and quiet.

No. AD-2 100A No. AD-2 0S No. AD-2 100S
Low Pressured but for Large Air flow Prevents Dust and Articles Reflected
No. AD-2 OM (WA [1[1]d Chip Shield Long Nozzle | No. AD-2 0C
100

Air flow booster type Ventri nozzle emits
air to wider range 2.5 times

Air curtain shuts out
the spreading of oil,
moisture and cutting dust.

e

Transparent resin plate
blocks dust and

more emission than ON type. debrees. S A
Nozzle Length Nozzle Inner Air Consumption Overall Length Weight Card/ Box Size JAN code Outer
Model No. Nozzle Shape o Dia (mmy (i @ (mm) (4907587)  Ctn.

AD-2 ON Standard Nozzle 0 2.1 135 145 122 152X232 017604 10
AD-2 ON-PB Standard Nozzle (with plug) 0 2.1 135 155 146 152X232 017680 10
AD-2 100N Long Nozzle 100 2.1 135 242 131 182X232 017611 10
AD-2 100N-PB Long Nozzle (with plug) 100 2.1 135 252 157 182X232 017697 10
AD-2 200N Long Nozzle 200 2.1 135 342 141 in paper box 140X445 017673 1
AD-2 300N Long Nozzle 300 2.1 135 442 150 in paper box 140X455 017628 1
AD-2 100A 25° Long Nozzle 100 2.1 135 242 131 182X232 017635 10
AD-2 OR Rubber Tip Nozzle 0 2.1 115 155.5 123 152X232 017659 10
AD-2 100R Rubber Tip Long Nozzle 100 2.1 115 227 147 182X232 017666 10
AD-2 0S Safety Bypass nozzle 0 2.1 105 155.5 131 152X232 017727 10
AD-2 100$ Safety Bypass long nozzle 100 2.1 105 239.5 151 182X232 017734 10
AD-2 100P Chip Shield Long Nozzle 100 2.1 135 242 157 182X232 017642 10
AD-2 OM Higﬁ Volume Nozzle 0 10 185 160 126 152X232 017703 10
AD-2 0C Air Screen Nozzle 0 2.8 260 145 127 152X232 017710 10

Power source: compressed air +Max. working pressure: 0.97 MPa -Working temperature range: 0-60°C (32-140°F) *#Nozzle can not be replaced.

+Air inlet screw diameter: Rc 1/4 +Working air hose I.D. : more than ¢4 mm +Air pressure when air consumption is measured: 0.49 MPa

+Pre-packed (200N, 300N in paper box)



